Efficien

Advanced MPPT with up to 99.9% efficiency

Multiple charge and discharge modes are available

User-friendly

Industrial design with a modern aesthetic look
Easy to install and simple to use

All-in-one
Support for many types of batteries

Supports Li-ion battery BMS communication

NEW

BEST QUALITY

IVA series ...

Solar storage inverter
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230V 24V 3.3KW 500V IP20

Reliable

e Outputs high-quality pure sine wave AC power
e Reliable output for long periods at rated power

Safety

e 360 degrees of security from hardware to software
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Intelligent

e Exclusive Li-ion battery BMS dual activation

e Support for remote monitoring of operating parameters
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INVERTER OUTPUT
Rated Output Power
Max.Peak Power

Rated Output Voltage
Load Capacity of Motors
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Switch Time

BATTERY

Battery Type

Rated Battery Voltage
Voltage Range

Max.MPPT Charging Current
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Max.Hybrid Charging Current
PV INPUT

Num. of MPPT Trackers
Max.PV Array Power
Max.Input Current

Max.Voltage of Open Circuit
MPPT Voltage Range
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Bypass Overload Current
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MPPT Tracking Efficiency
Max. Battery Inverter Efficiency
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Dimension

Weight

Protection Degree

Operating Temperature Range
Noise

Cooling Method
COMMUNICATION
Embedded Interfaces
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Can Be
MODEL IVA-2403S

3,300W
6,000VA
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Pure Sine Wave
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